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KEY NOTE:

flooring contractor to confirm all flooring
surfaces prior to beginning work

flooring to continue under all new millwork
flooring go under washer/dryer
flooring go under reception casework

install roller shades, WT.1 at all
exterior windows

install 1 1/4"x 1 1/4" stainless
steel corner guard, CG

ONOICOENOONO

FINISHES NOTE:

1. all walls existing and new to be painted,
all existing walls to be repaired where damaged

2. GC to review work and provide price to
remove textured gypsum surfaces.

3. paint all hvac grilles, diffusers and access
panels located in ceiling and walls to match
adjacent finish.

(provide samples for final colour choice)

4. all existing flooring to remain to be reviewed
for damage and repaired

5. All transition strips to be
aluminium low profile / flush strips, TS

6. finishes legend as noted for each room.

floor finish| wall base | wall finish

refer to specifications for material details
refer to construction assemblies

7. All existing interior doors and frames
already painted to be painted PT.4. Doors
currently clear coated to be cleaned and
touched up as necessary.

8. All existing and new gypsum ceilings and
bulkheads to be painted PT.2

FLOOR SCOPES:

—1|Stonhard Stonshield over existing or new
— || substrate. aggregate or concrete

remove existing vinyl tile/ replace with
linoleum

. || existing carpet - replace with new carpet

%2 existing linoleum

linoleum
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